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BPG6 / BPGc6 

Application 
Hazardous and Industrial areas 

Protection Degree 
IP66 or 67 

Certification   
ATEX & IECEx (Zone 1 & 2; Zone  21 & 22)  TR CU 
NEMA 4X (CSA, UL & FM) Class 1 Division 2

Junction Boxes

 Gl  ass Reinforced Polyester Enclosures  

-65°C to +130°C

-70°C to +130°C 

Material 
Glass Reinforced Polyester (RAL7001 grey) or 
Carbon Loaded Glass Reinforced Polyester (Black) 

Temperature Rating 
Hazardous Area:  
Non Hazardous:  

Power Rating 
9.378W 

Side A - C Side B - D 

Width 75 54 

Height 60 53 

 D rilling Envelope Dimensions (mm) 

Size Side A - C Side B - D 

M16 2 1 

M20 1 1 

M25 1 1 

M32 1 0 

M40 0 0 

* Using standard gland clearances

Gland Entry Matrix * 

Specifications

Part Number Material Width (mm) Length (mm) Depth (mm) Weight (g) 

BPG6 GRP 122 120 90 750 

BPGC6 Carbon Loaded GRP 122 120 90 750 

Max Terminals

WDU 2,5 WDU 4  WDU 6 WDU 10 WDU 16 WDU 35 

1 x 14 1 x 13 1 x 10 1 x 8 1 x 7 1 x 5

All blue dimensions in mm, all green dimensions in decimal inches (drawing not to scale) 

Ordering information

Beige (Ex e) 8094262

Blue (Ex ia) 8094263

Note 1: Abtech designate the orientation of enclosures in a clockwise 
manner, 
Side A = Top, Side B = Right Hand Side, 
Side C = Bottom and Side D = Left Hand Side

Please note that these are estimates for metallic glands.
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Junction Boxes

BPG7 / BPGc7 

Application 
Hazardous and Industrial areas 

Protection Degree 
IP66 or 67 

Certification   
ATEX & IECEx (Zone 1 & 2; Zone  21 & 22)  TR CU 
NEMA 4X (CSA, UL & FM) Class 1 Division 2

 Gl  ass Reinforced Polyester Enclosures  

-65°C to +130°C

-70°C to +130°C 

Material 
Glass Reinforced Polyester (RAL7001 grey) or 
Carbon Loaded Glass Reinforced Polyester (Black) 

Temperature Rating 
Hazardous Area:  
Non Hazardous:  

Power Rating 
10.500W 

Side A - C Side B - D 

Width 180 56

Height 60 53 

 D rilling Envelope Dimensions (mm) 

Size Side A - C Side B - D 

M16 10 1 

M20 4 1 

M25 3 1 

M32 3 0 

M40 0 0 

* Using standard gland clearances

Gland Entry Matrix * 

Specifications

Part Number Material Width (mm) Length (mm) Depth (mm) Weight (g) 

BPG7 GRP 220 120 90 1060

BPGC7 Carbon Loaded GRP 220 120 90 1060

Max Terminals

WDU 2,5 WDU 4  WDU 6 WDU 10 WDU 16 WDU 35 

1 x 30 1 x 28 1 x 22 1 x 18 1 x 15 1 x 11

All blue dimensions in mm, all green dimensions in decimal inches (drawing not to scale) 

Ordering information

Beige (Ex e) 8094265

Note 1: Abtech designate the orientation of enclosures in a 
clockwise manner, 
Side A = Top, Side B = Right Hand Side, 
Side C = Bottom and Side D = Left Hand Side

Please note that these are estimates for metallic glands.
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Junction Boxes

BPG8 / BPGc8 

Application 
Hazardous and Industrial areas 

Protection Degree 
IP66 or 67 

Certification   
ATEX & IECEx (Zone 1 & 2; Zone  21 & 22)  TR CU 
NEMA 4X (CSA, UL & FM) Class 1 Division 2

 Gl  ass Reinforced Polyester Enclosures  

-65°C to +130°C

-70°C to +130°C 

Material 
Glass Reinforced Polyester (RAL7001 grey) or 
Carbon Loaded Glass Reinforced Polyester (Black) 

Temperature Rating 
Hazardous Area:  
Non Hazardous:  

Power Rating 
10.348W 

Side A - C Side B - D 

Width 108 78 

Height 65 58 

 D rilling Envelope Dimensions (mm) 

Size Side A - C Side B - D 

M16 6 2 

M20 2 2 

M25 2 1 

M32 1 1 

M40 0 0 

* Using standard gland clearances

Gland Entry Matrix * 

Specifications

Part Number Material Width (mm) Length (mm) Depth (mm) Weight (g) 

BPG8 GRP 160 160 90 1060

BPGC8 Carbon Loaded GRP 160 160 90 1060

Max Terminals

WDU 2,5 WDU 4  WDU 6 WDU 10 WDU 16 WDU 35 

1 x 20 1 x 19 1 x 15 1 x 12 1 x 10 1 x 7

All blue dimensions in mm, all green dimensions in decimal inches (drawing not to scale) 

Ordering information

Beige (Ex e) 8094267

Blue (Ex ia) 8094268

Note 1: Abtech designate the orientation of enclosures in a 
clockwise manner, 
Side A = Top, Side B = Right Hand Side, 
Side C = Bottom and Side D = Left Hand Side

Please note that these are estimates for metallic glands.
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Junction Boxes

BPG10 / BPGc10 

Application 
Hazardous and Industrial areas 

Protection Degree 
IP66 or 67 

Certification   
ATEX & IECEx (Zone 1 & 2; Zone  21 & 22)  TR CU 
NEMA 4X (CSA, UL & FM) Class 1 Division 2

 Gl  ass Reinforced Polyester Enclosures  

-65°C to +130°C

-70°C to +130°C 

Material 
Glass Reinforced Polyester (RAL7001 grey) or 
Carbon Loaded Glass Reinforced Polyester (Black) 

Temperature Rating 
Hazardous Area:  
Non Hazardous:  

Power Rating 
13.793W 

Side A - C Side B - D 

Width 312 82 

Height 65 60 

 D rilling Envelope Dimensions (mm) 

Size Side A - C Side B - D 

M16 18 4 

M20 8 2 

M25 6 1 

M32 5 1 

M40 0 0 

* Using standard gland clearances

Gland Entry Matrix * 

Specifications

Part Number Material Width (mm) Length (mm) Depth (mm) Weight (g) 

BPG10 GRP 360 160 90 2150

BPGC10 Carbon Loaded GRP 360 160 90 2150

Max Terminals

WDU 2,5 WDU 4  WDU 6 WDU 10 WDU 16 WDU 35 

1 x 52 1 x 48 1 x 40 1 x 32 1 x 26 1 x 20

All blue dimensions in mm, all green dimensions in decimal inches (drawing not to scale) 

Ordering information

Beige (Ex e) 8094269

Blue (Ex ia) 8094270

Note 1: Abtech designate the orientation of enclosures in a 
clockwise manner, 
Side A = Top, Side B = Right Hand Side, 
Side C = Bottom and Side D = Left Hand Side

Please note that these are estimates for metallic glands.
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Junction Boxes

BPG12 / BPGc12 

Application 
Hazardous and Industrial areas 

Protection Degree 
IP66 or 67 

Certification   
ATEX & IECEx (Zone 1 & 2; Zone  21 & 22)  TR CU 
NEMA 4X (CSA, UL & FM) Class 1 Division 2

 Gl  ass Reinforced Polyester Enclosures  

-65°C to +130°C

-70°C to +130°C 

Material 
Glass Reinforced Polyester (RAL7001 grey) or 
Carbon Loaded Glass Reinforced Polyester (Black) 

Temperature Rating 
Hazardous Area:  
Non Hazardous:  

Power Rating 
13.793W 

Side A - C Side B - D 

Width 205 170

Height 90 85 

 D rilling Envelope Dimensions (mm) 

Size Side A - C Side B - D 

M16 15 12 

M20 10 8 

M25 6 4 

M32 3 2 

M40 3 2 

* Using standard gland clearances

Gland Entry Matrix * 

Specifications

Part Number Material Width (mm) Length (mm) Depth (mm) Weight (g) 

BPG10 GRP 255 250 120 3200
BPGC10 Carbon Loaded GRP 255 250 120 3200

Max Terminals

WDU 2,5 WDU 4  WDU 6 WDU 10 WDU 16 WDU 35 

1 x 70 1 x 66 1 x 54 1 x 42 1 x 36 1 x 20

All blue dimensions in mm, all green dimensions in decimal inches (drawing not to scale) 

Ordering information

Beige (Ex e) 8094271

Blue (Ex ia) 8094272

Note 1: Abtech designate the orientation of enclosures in a clockwise manner, 
Side A = Top, Side B = Right Hand Side, 
Side C = Bottom and Side D = Left Hand Side

Please note that these are estimates for metallic glands.
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Junction Boxes

BPG13 / BPGc13 

Application 
Hazardous and Industrial areas 

Protection Degree 
IP66 or 67 

Certification   
ATEX & IECEx (Zone 1 & 2; Zone  21 & 22)  TR CU 
NEMA 4X (CSA, UL & FM) Class 1 Division 2

 Gl  ass Reinforced Polyester Enclosures  

-65°C to +130°C

-70°C to +130°C 

Material 
Glass Reinforced Polyester (RAL7001 grey) or 
Carbon Loaded Glass Reinforced Polyester (Black) 

Temperature Rating 
Hazardous Area:  
Non Hazardous:  

Power Rating 
20.867W 

Side A - C Side B - D 

Width 350 170

Height 89 84 

 D rilling Envelope Dimensions (mm) 

Size Side A - C Side B - D 

M16 30 12
M20 16 8

M25 14 
4

M32 6 2

M40 5 2

* Using standard gland clearances

Gland Entry Matrix * 

Specifications

Part Number Material Width (mm) Length (mm) Depth (mm) Weight (g) 

BPG10 GRP 400 250 120 3650

BPGC10 Carbon Loaded GRP 400 250 120 3650

Max Terminals

WDU 2,5 WDU 4  WDU 6 WDU 10 WDU 16 WDU 35 

1 x 118 1 x 108 1 x 88 1 x 72 1 x 60 1 x 36

All blue dimensions in mm, all green dimensions in decimal inches (drawing not to scale) 

Ordering information

Beige (Ex e) 8094273

Blue (Ex ia) 8094274

Note 1: Abtech designate the orientation of enclosures in a clockwise manner, 
Side A = Top, Side B = Right Hand Side, 
Side C = Bottom and Side D = Left Hand Side

Please note that these are estimates for metallic glands.
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Junction Boxes

SX66 / MSX66 

Application 
Hazardous and Industrial areas 

Protection Degree 
IP66 or 67 

Certification   
ATEX & IECEx (Zone 0, 1 & 2; Zone 20, 21 & 22)  
CSA Ex e (Class 1 Zone 1 & Zone 2) 
FM AEx e(Class 1 Zone 1 & Zone 2) 
TR CU Ex e (Zone 1 & Zone 2) 
NEMA 4X (CSA, UL & FM)  
Class 1 Division 2 

Material 
Stainless steel 316 (1.4404) or Mild steel 

Temperature Rating 
Hazardous Area:  
Non Hazardous:  

Power Rating 
14.287W

Side A - C Side B - D 

Width 152 152

Height 102 102

 D rilling Envelope Dimensions (mm) 

Size Side A - C Side B - D 

M16 4 4
M20 2 2
M25 2 2

M32 0 0
M40 0 0

* Using standard gland clearances

Gland Entry Matrix * 

Specifications

Part Number Material Width (mm) Length (mm) Depth (mm) Weight (g) 

SX66 Stainless Steel 152 152 102 2200
MSX66 Mild Steel 152 152 102 2200

Max Terminals

WDU 2,5 WDU 4  WDU 6 WDU 10 WDU 16

1 x 17 1 x 15 1 x 11 1 x 9 1 x 7

All blue dimensions in mm, all green dimensions in decimal inches (drawing not to scale) 

S t ainless Steel and Mild Steel Enclosures  

-50°C to +175°C

-60°C to +200°C 

Ordering information

Beige (Ex eb) 8094275

Blue (Ex ia) 8094276

Note 1: Abtech designate the orientation of enclosures in a clockwise manner, 
Side A = Top, Side B = Right Hand Side, 
Side C = Bottom and Side D = Left Hand Side
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Junction Boxes

SX0 / MSX0 

Application 
Hazardous and Industrial areas 

Protection Degree 
IP66 or 67 

Certification   
ATEX & IECEx (Zone 0, 1 & 2; Zone 20, 21 & 22)  
CSA Ex e (Class 1 Zone 1 & Zone 2) 
FM AEx e(Class 1 Zone 1 & Zone 2) 
TR CU Ex e (Zone 1 & Zone 2) 
NEMA 4X (CSA, UL & FM)  
Class 1 Division 2 

Material 
Stainless steel 316 (1.4404) or Mild steel 

Temperature Rating 
Hazardous Area:  
Non Hazardous:  

Power Rating 
19.874W

 D rilling Envelope Dimensions (mm) 

Gland Entry Matrix * 

Specifications

Part Number Material Width (mm) Length (mm) Depth (mm) Weight (g) 

SX0.140 Stainless Steel 152 229 140 3200
SX0.200 Stainless Steel 152 229 200 4000

Max Terminals

WDU 2,5 WDU 4  WDU 6 WDU 10 WDU 16

1 x 25 1 x 21 1 x 16 1 x 12 1 x 10

All blue dimensions in mm, all green dimensions in decimal inches (drawing not to scale) 

S t ainless Steel and Mild Steel Enclosures  

-50°C to +175°C

-60°C to +200°C 

MSX0.140 Mild Steel 152 229 140 3200
MSX0.200 Mild Steel 152 229 200 4000

Ordering information

Beige (Ex eb) 8094277

Blue (Ex ia) 8094278

Note 1: Abtech designate the orientation of enclosures in a clockwise manner, 
Side A = Top, Side B = Right Hand Side, 
Side C = Bottom and Side D = Left Hand Side
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Junction Boxes

SX1.5 / MSX1.5 

Application 
Hazardous and Industrial areas 

Protection Degree 
IP66 or 67 

Certification   
ATEX & IECEx (Zone 0, 1 & 2; Zone 20, 21 & 22)  
CSA Ex e (Class 1 Zone 1 & Zone 2) 
FM AEx e(Class 1 Zone 1 & Zone 2) 
TR CU Ex e (Zone 1 & Zone 2) 
NEMA 4X (CSA, UL & FM)  
Class 1 Division 2 

Material 
Stainless steel 316 (1.4404) or Mild steel 

Temperature Rating 
Hazardous Area:  
Non Hazardous:  

Power Rating 
32.284W

 D rilling Envelope Dimensions (mm) 

Specifications

Max Terminals

WDU 2,5 WDU 4  WDU 6 WDU 10 WDU 16

1 x 118 1 x 99 1 x 75 1 x 60 1 x 34

All blue dimensions in mm, all green dimensions in decimal inches (drawing not to scale) 

S t ainless Steel and Mild Steel Enclosures  

-50°C to +175°C

-60°C to +200°C 

Side A - C Side B - D 

140 200 140 200 

Width 241 241 221 221 

Height 75 135 75 135 

* With glandplate fitted

Gland Entry Matrix * 

Side A - C Side B - D 
Size 

140 200 140 200 

M16 14 28 12 25 

M20 10 18 10 16 

M25 5 12 4 12 

M32 4 8 3 6 

M40 3 6 3 4 

* Using standard gland clearances

Part Number Material Width (mm) Length (mm) Depth (mm) Weight (g) 

SX1.5.140 Stainless Steel 306 306 140 7300 

SX1.5.200 Stainless Steel 306 306 200 8800 

SX1.5.300 Stainless Steel 306 306 300 11300 

MSX1.5.140 Mild Steel 306 306 140 7300 

MSX1.5.200 Mild Steel 306 306 200 8800 

MSX1.5.300 Mild Steel 306 306 300 11300 

Ordering information

Beige (Ex eb) 8094279

Blue (Ex ia) 8094281

Note 1: Abtech designate the orientation of enclosures in a clockwise manner, 
Side A = Top, Side B = Right Hand Side, 
Side C = Bottom and Side D = Left Hand Side
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Junction Boxes

SX3 / MSX3 

Application 
Hazardous and Industrial areas 

Protection Degree 
IP66 or 67 

Certification   
ATEX & IECEx (Zone 0, l & 2; Zone 20, 21 & 22) 
CSA Ex e (Class l Zone l & Zone 2) 
FM AEx e(Class l Zone l & Zone 2) 
TR CU Ex e (Zone 1 & Zone 2) 
NEMA 4X (CSA, UL & FM) 
Class 1 Division 2

Material 
Stainless steel 316 (1.4404) or Mild steel 

Temperature Rating 
Hazardous Area:  
Non Hazardous:  

Power Rating 
42.284W

 D rilling Envelope Dimensions (mm) 

Specifications

Max Terminals

WDU 2,5 WDU 4  WDU 6 WDU 10 WDU 16

1 x 201 1 x 168 1 x 126 1 x 102 1 x 84

All blue dimensions in mm, all green dimensions in decimal inches (drawing not to scale) 

S t ainless Steel and Mild Steel Enclosures  

-50°C to +175°C

-60°C to +200°C 

Side A - C Side B - D 

140 200 140 200 

Width 307 3307 363 363

Height 75 135 75 135 

* With glandplate fitted

Gland Entry Matrix * 

Side A - C Side B - D 
Size 

140 200 140 200 

M16 16 36 20 45 

M20 12 24 16 28 

M25 7 15 8 21 

M32 5 10 6 12

M40 4 8 5 8

* Using standard gland clearances

Part Number Material Width (mm) Length (mm) Depth (mm) Weight (g) 

SX3.1400 Stainless Steel 372 448 140 11300

SX3.200 Stainless Steel 372 448 200 13300

SX3.300 Stainless Steel 372 448 300 16600

MSX3.140 Mild Steel 372 448 140 11300

MSX3.200 Mild Steel 372 448 200 13300

MSX3.300 Mild Steel 372 448 300 16600

Ordering information

Beige (Ex eb) 8094285
Blue (Ex ia) 8094289

Note 1: Abtech designate the orientation of enclosures in a clockwise manner, 
Side A = Top, Side B = Right Hand Side, 
Side C = Bottom and Side D = Left Hand Side




